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(54) User-level process-scheduler 

(57) A computer-system user-level process scheduler 10 is supported by an operating system (OS) and 
establishes priorities respectively corresponding to user processes 12-1,12-2 to be scheduled. Further, the 
priorities can be changed by designation from the user processes. The scheduler itself belongs to a user 
process and allocates a central processing unit (CPU) to executable ones of the processes in descending order 
of their priorities. Moreover, the scheduler 10 is provided in a fixed-priority process scheduler space, namely in 
a real-time class process scheduler space, and is given the top level of priority that would generally be 
assigned to a class of programs requiring real time operation. Furthermore, the scheduler performs the 
scheduling of a group of other user processes, which have priorities lower than the first priority, and causes 
such user processes to operate or run. Namely, the scheduler 10 requests the OS to execute such user 
pr cesses. In alternative embodiments there is a plurality of schedulers, which may be hierarchically arranged 
<Figs3,5). 
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PROCESS SCHEDULER FOR COMPUTER SYSTEM 



The present: invention generally relates to a process 
scheduler for a computer system (hereunder sometimes 
referred to as a computer-system process scheduler), which 
uses a process scheduler supported by an operating system so 
as to cause a user-level process scheduler to function. 
More particularly, the present invention relates to a 
computer- system process scheduler that uses a process 
scheduler , which establishes fixed priorities respectively 
corresponding to a plurality of processes to be scheduled 
( namely , objects of scheduling) and next allocates a central 
processing unit (CPU) to a plurality of executable processes 
in the descending order of the priorities thereof and 
further causes the CPU to operate, so as to allow a user- 
level process scheduler to function. 



General ly, a plurality of programs are executed 
concurrently in a computer, so that a plurality of 
executable units (namely, run units) named as "processes" 
are permitted to be present therein. At that time, it is 
necessary to assign the CPU to each process according to an 
algorithm. Such assignment of the CPU to a process is 
referred to as "process scheduling". Conventional process 
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how a CPU can be utilized -therein. In the case of employing 
such scheduling , the CPU cannot be utilized when a multi- 
media application program becomes necessary. As a result , 
when reproducing video data, a moving object generated in 
reproduced images does not appear to move smoothly. 

II. The multi-media application programs are different 
from programs for controlling the built-in equipment in that 
the multi-media application programs cannot predict what 
processes or programs will be executed. The multi-media 
application programs, therefore, cannot preliminarily 
establish the priorities of processes (namely, assign the 
priorities to the processes , respectively ) . The 
conventional scheduling, which uses fixed priorities, cannot 
achieve the purpose of the schedulers. This problem also 
arises in the case of employing a rate monotonic scheduling 
method by which, among periodic processes, a process having 
a period shorter than those of the other processes is 
preferentially executed. 

III. The multi -media application programs are further 
different from programs for controlling the built-in 
equipment in that the reliability of a run of the multi- 
media application is low. For example, if a certain multi- 
media application program permanentally uses a CPU on 
purpose or by mistake, programs having priorities lower than 
that of the process occupying the CPU do not run at all in 
the case that the scheduling is performed by using the fixed 
priorities. An occurrence of such a situation is not 
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allowed in a general -purpose multi-media system. 

For the aforementioned reasons, there has now emerged a 
need for a new process scheduling method which is available 
in a multi-media system. The research and development of 
such a process scheduling method are currently pursued, 
incidentally, there are two cases or manners of introducing 
a new process scheduler, which is suitable for a multi-media 
system, thereinto. Namely, in a first case, the process 
scheduling is performed in anoperating system. Further, in 
a second case, the process scheduling is carried out by a 
user program which runs or operates on (namely, under the 
control of) an operating system. Hitherto, the following 
problems, however, have arisen in the case when such a 
process scheduler is introduced into a multi-media system. 

(1) Problems caused when introducing such a new 
process scheduler into the operating system: 

(i) conventional operating systems do not permit any 
persons other than developers thereof to add a process 
scheduler thereto or modify the process scheduler thereof. 
A source code of the operating system and a development 
environment, in which the operating system is developed, are 
necessary for changing the scheduler thereof. In the case 
of commercial operating systems, generally, persons other 
than developers thereof cannot get the source codes thereof. 
Even if a person other than the developers could get the 
source code of a commercial operating system, he should pay 
a very expensive royalty fee. Actually, it is impossible 
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for a developer of a multi -media system to modify the 
process scheduler of the commercial operating system. 

(ii) In the case of non-commercial operating systems , 
persons other than developers thereof may be able to get the 
source codes of some of the non-commercial operating systems 
free of charge. However, if the source code of such a non- 
commercial operating system is obtained, this non- commercial 
operating system cannot allow a large number of application 
programs to run. Moreover, there is a problem in a system 
to support users or the persons who have got the source 

~ codes. The present conditions, therefore, do not permit 

non-experts of an operating system for a computer to utilize 
non-commercial operating systems . 

(iii) Whether an operating system to be modified is a 
commercial one or a non-commercial one, general knowledge 
concerning an operating system and comprehension of an 
operating -system installing method peculiar to the operating 
system are required to modify the operating system. 

(2) Problems caused when introducing the new process 
scheduler into the operating system by executing a user 

— program : 

(i) There has been a method for realizing a pseudo 
process (namely, a user-level thread) in a user own process 
by a user program or a library utilized by a user program 
and for scheduling of user-level threads. This method, 

— however, can perform the scheduling only in the process. 
Therefore, in the case that there are other groups of 
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processes which utilize e CPU required by e multi-media 
system, the utilization of the CPU required by the multi- 
media system cannot be ensured. 

,ii) Further, there has been a method by which a user 
program becomes a scheduler and this scheduler gives a user 
process a priority used by a fixed-priority scheduler which 
Is supported by an operating system. Namely, this method 
utilises the scheduling (function) provided by the operating 
system, consequently, the utilisation of the CPU in the 
user process needed by the multi-media system cannot be 
ensured. 

(ill) Generally, the modification of the user program 
bec<OT . s further necessary in the eforementioned cases of 

(2)(i) and (2)(ii)- 

As is understood from the foregoing description, in the 

case of the conventional process schedulers, it is very 
difficult to introduce a new (conventional) process 
scheduler, which is required by a multi-media system, 
-thereinto- 

The present invention is accomplished to solve the 
aforementioned problems of the conventional process 
schedulers . 



in accordance with the present invention, there is 
provided a computer (-system, process scheduler which cen 
ansure the utilisation of a CPU in a user process required 
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by a multi-media system while the scheduling is carried out 
by means of a user program by utilizing a scheduler 
supported by an operating system. 

The computer- system process scheduler (hereunder 
sometimes referred to simply as a computer process 
scheduler) of the present invention is based on the premise 
that this computer process scheduler is the following fixed- 
priority process scheduler. Namely , the computer process 
scheduler is supported by an operating system (OS) and 
establishes fixed priorities respectively corresponding to 
processes to be scheduled. Further, the priorities can be 
changed by designation sent from a user process and that the 
computer process scheduler allocates a CPU to executable 
ones of the processes in the descending order of the 
priorities thereof and causes the process, to which the CPU 
is allocated, to operate or run. The computer process 
scheduler of the present invention is characterized in that 
a user-level process scheduler is provided in such a fixed- 
priority process scheduler, namely, in a real-time-class 
process scheduler. The user-level process scheduler has a 
real-time-class first priority of 159 and is operative to 
schedule other processes, each of which has a priority lower 
than the first priority of 159 and to cause the latter 
processes to operate or run. Namely, the user-level process 
scheduler determines the allocation of the CPU thereto and 
requests the operating system to execute the user process. 
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A pract ical eehodieent of the computer process 
scheduler o £ the present invention -T - a distrihuted 
(type , center process scheduler, hy which . user-level 
^ e^uler is lin-ced » each of a plurality - - 
processes h.v ing the first priority or 15* en* i= operate 

the user process correspond thereto and ceese 
^ corresponds user process to operete or run. 

enother prectical e^ent or the computer 
process scheduler of the present invention .ey he a 
Lrarchlcal <or layer type) computer process schedule, hy 
wh ich the user-level process schemer hevin, the first 
priority of IS* Provides or estehiishes e user-level process 
leduTer of e second priority in e ,-up of user process 
soh eduled hy the soheduier havin, the first priority - 
operetive to hiererchiceUy scheduie other ^oups of user 
processes fro. those of harder .roups to those of «- 
order g roups end ceuse these sroups of the user processes 
1 or „ Inc identelly. this hiererchioei technr,ue 
Z he eppiied to the aforementioned distr^ 
rvpe schedule, Naeely. this prectical e^odi-t of the 
Tsent invention eey he of the hiererchiceUy distrrhuted 



type 



„oreover. in the cese of stiU anther precticel 
eminent of the present invention, there ere previa 
p lu rality of user-ievei process schedule hevrn 9 the 
priority, eech of uhich individueUy schedules a 
correspond^ .roup of user processes and causes the 



BNSDOCID <GB 230421 1A_J_> 



- 9 - 



corresponding group of user processes to operate or run. 

Each of the user-level process scheduler has a process 
execution control portion that is operative to request the 
operating system to execute, halt (or suspend) or resume a 
user process designated according to an instruction, which 
is based on a request or demand from a user process and is 
sent from a class change instructing portion, or another 
instruction which is issued from a process execution 
instructing portion by referring to a process management 
table- Moreover, each of the user- level process scheduler 
has a process priority control portion that is operative to 
request the operating system to execute, halt (or suspend) 
or resume a user process designated according to an 
instruction, which is based on a request or demand from a 
user process and is sent from a class change instructing 
portion, or another instruction, which is issued from a 
process execution instructing portion by referring to a 
process management table, in such a manner as to execute a 
designated user process A by changing the priority of the 
user process A into the first priority and in such a way as 
to halt (or suspend) another designated user process B by 
changing the priority of the user process B into a lower 
priority. Furthermore, each of the user process schedulers 
has a class change control portion that is operative to 
request the operating system to change a designated class 
and to execute, halt (or suspend) or resume the execution of 
a user process designated according to an instruction, which 
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is basea on a revest or demand from a user process end is 
sent fro. the cless change instructing portion, or enother 
instruction. which is issued from the process e,ecution 
instructing portion by referring to the process menagement 
table, in the case that the operating system has a 
scheduling class, for example, a time sharing class, which 
ls ayn e„ically Changed according to the state of a process 
in the range of low priorities (namely, of 0 to 50) 
differently from a fised-priority real time class 
established in the range of high priorities (namely, of 100 

to 159). 

Hereat. in response to a demand (or revest, for 
ed^ssion. which is Issued by a new user process and is 
accompanied by designation of CPU (utilisation, time 
aemanded by the new user process, the cless change 
instructing portion obtains a total of CPU time demanded by 
one or more user processes, each of which is currently in an 
edmitted state, by referring the process management table. 

prescribed time of period, the cless change instructing 
portion permits the admission of the new user process. In 
contrast, if the total CPU time exceeds the prescribed time, 
the class change instructing portion rejects the edmission 
thereof. Moreover, an admission processing is as follows. 
Namely, in the case that the class change instructing 
portion permits the admission of a new user process, the 
cl ess change instructing portion instructs the process 
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execution control portion to change the state of an 
admission demanding process ( namely , a user process having 
demanded the admission thereof) into an halted (or 
suspended) state* Moreover, the class change instructing 
portion instructs the class change control portion to change 
the current scheduling class of the admission demanding 
process into a real time class. Furthermore, the class 
change instructing portion instructs the process priority 
control portion to change the priority of the admission 
demanding process into the second priority* In addition, 
after the admission demanding process is registered in the 
process management table, the class change instructing 
portion posts the permission for the admission to the 
admission demanding process ( namely , notifies the admission 
demanding process of the permission for admission). 

Moreover, another manner of performing the admission 
processing is as follows. Namely, in the case that the 
class change instructing portion permits the admission of a 
new user process, the class change instructing portion 
instructs the class change control portion to change the 
current scheduling class of the admission demanding process 
from the time-sharing class into the real time class. 
Moreover, the class change instructing portion instructs the 
process priority control portion to change the priority of 
the admission demanding process into, for instance, the 
lowest priority (namely, 100) of the real time class. 
Furthermore, after the admission demanding process is 
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the class change 
r^rered in the P~cess — — « ^ 
greeting portion — - per»issr~~ - 

admissi on demanding process. Further, 
to the admission follows. 
„ o£ per for»ing the adeission processing is 

that ^ class <*««. instructing 
case that tne cioo 

its the session of e new user process, tne 

^r-ctin, portion instructs the cisss change 
cl ass cHange instruct g P ^ q£ 

control portion to change the cl sss. 
admission landing process mto the 

after the adeission deeanding process 
Moreover, after t ^ change 

„ ln the process eanagenient table, 
registered » the sion £ or .deission to 

instructing portion posts the perm 

- — ^r^'for esit Cor — > « 

*" " Tel Te ciass change instructing portion 

— ^ S £r o» the process »anage»ent tehie 

*— * ~* "~ P n Ls changa control portion to 
^ further instructs the 

current scheduling class of the user P 
cnange the curren ^ ^ shar rng 

— - — ~ ^ Acting Portion can handle the 

, o The class change instructing y 
class. Tne cw resoonse to a 

a mm±t of a new user process xn respo 

Tt the class 

— sen, , rom the user process^ ^ ^ ^ 

change instructing portion can 

from the 

o£ a ne „ user process in response to a notree 

in - case of the coeguter^, 
p rccell scheduler of the present invention, in—on 
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concerning change requests, which are issued from the user- 
level process scheduler to the process execution control 
portion , the class change control portion and the process 
priority control portion, can be stored in the library. 
Moreover / in response to a request or instruction from an 
application program , a corresponding change is requested to 
the operating system by causing the library to post a 
message, which represents a request for a corresponding 
change, to a user- level process scheduler. Furthermore, the 
specifications of scheduling demands (or requests) for 
change to be made to the process execution control portion 
(hereunder sometimes referred to as the scheduling 
specifications), the class change control portion and the 
process priority control portion are generated by one of the 
user processes. A demand for change is posted to the user- 
level process scheduler on the basis of the scheduling 
specifications of the user process, and thus the process 
scheduler requests the operating system to make the change. 
Hereupon, a user process to be scheduled by the user- level 
process scheduler consists of a plurality of threads. 
Further, the threads are scheduled by a thread scheduler 
that is a part of the user process. 

When allocating the CPU time to one or more user 
processes registered in the process management table, the 
user-level process scheduler requests the operating system 
to execute and suspend (or stop the execution of) the user 
process and change the priority and the ( scheduling ) class 
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thereof in such a ^ that there is oniy one user process 
to which the CPU (tine) can be allocated. Further, when 
allocating the CPU time to one or -ore user processes 
mistered in the process manage^nt tahle. the user-level 
process scheduler revests the operating system to execute 
^ suspend the user processes and change the priorities snd 
the (scheduling) classes thereof in such e way that there 
are a plurality of user processes to which the CPU is 
allocated in a time sharing manner within . same period of 
the CPU time. Moreover, the user-level process scheduler 
ensure the operetion or execution of a plurality of user 
processes within a certain period of time hy allocating the 
CPU time to elements, which include the plurality of user 
processes and the user-level process scheduler itself, 
serially within the certain period of time. The user-level 
process scheduler further ensures the operation or execution 
of a Plurality of user processes hy establishing or setting 
certain periods end repeatedly ellotting the CPU time to the 
elements, which include the plurality of user processes and 
the user-level process scheduler itself, serially within 
each of the certain periods. In the case that a plurality 
of user processes have different opereting periods, 
respectively, the user-level process scheduler determines a 
combination of the different operating periods as a perrod, 
and allots available CPU time to the plurality of user 
processes serially within this period. Thereby, the user- 
level process scheduler ensures the execution or operation 
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of each of -the plurality of user processes. Furthermore, 
when the ratio of the CPU time, which is allocated to the 
plurality of user processes, to a certain time or period is 
equal to or less than a prescribed or predetermined value, 
the user-level process scheduler allows the allocation of 
CPU time to other user processes. Conversely, when such a 
ratio exceeds the prescribed value, the user- level process 
scheduler performs an admission control operation of 
rejecting the allocation of the CPU time to other user 
processes. In the case that CPU time is allocated to a user 
process in a certain time or at certain periods (or 
intervals), the user-level process scheduler may allocate 
continuous CPU time thereto. Alternatively, the user-level 
process scheduler may divide the CPU time, which is 
allocated to a group of a plurality of user processes, into 
time slices and also may allot time slices to the plurality 
of user processes, respectively. 

In the case that the user processes registered in the 
process management table include user processes belonging to 
the fixed-priority real time class, whose priorities are in 
the range of high priorities (namely, 100 to 159), and 
further include other user processes belonging to the time 
sharing class, whose priorities are dynamically changed in 
the range of low priorities (namely, 0 to 50), the user- 
level process scheduler restricts the allocation of the CPU 
— time to the user processes belonging to the real time class 

and allocates the CPU time to the user processes belonging 
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to the time sharing class. The user-level process scheduler 
detects a halt (or suspension) of the execution of a user 
process and enables the execution of another user process. 
When allocating the CPU time to a user process, the user- 
level process scheduler provides a blocking detection 
process, which can be executed at the same priority as of 
the user process, in addition to the user process. Then, 
when the user process is blocked due to input-output (I/O) 
waiting or the like, the user-level process scheduler 
allocates CPU time to a blocking detection process so that 
the blocking detection process detects an occurrence of 
blocking and then posts the occurrence of blocking to the 
user-level process scheduler. Thereby, the user-level 
process scheduler recognizes that the execution of the user 
process is halted or stopped. Then, the user-level process 
scheduler enables another user process to be executed. 
Moreover, when allocating CPU time to a user process, the 
user-level process scheduler further provides or establishes 
a blocking detection process which can be executed at a 
priority lower than that of the user process. Furthermore, 
when the user process is blocked owing to I/O waiting or the 
like, the user-level process scheduler allocates CPU time to 
this blocking detection process so that the blocking 
detection process detects an occurrence of blocking and then 
posts the occurrence of blocking to the user-level process 
sch duler. Thereby, the user-level process scheduler 
recognizes that the execution of the user process is halted 
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or stopped* Then, the user-level process scheduler enables 
another user process to be executed. Additionally, the 
user-level process scheduler is operative to detect a change 
of the state of the blocked user process into a ready or 
executable state, namely, a state in which this user process 
can be executed* Then, the user-level process scheduler 
causes this user process to run or operate. In addition, 
the user- level process scheduler can detect a notice 
indicating the blocking of a user process by the operating 
system or indicating the resumption of the blocked user 
process by recovering the blocked user process. Then, the 
user- level process scheduler can execute or suspend another 
user process. 

Such a user- level process scheduler of the present 
invention can obtain the following advantages: 

I. There can be realized a scheduler which allocates 
certain CPU time to a process to be scheduled (namely, an 
object of the scheduling) and thus ensures the utilization 
of the CPU by the process. 

II. A user process can be scheduled (namely, an object 
of the scheduling) without modifying a program which has 
previously been executed. There is no necessity of 
modifying the program for a new scheduler and of linking the 
program thereto anew. 

III. Source code of an operating system is not 
necessary for realizing a new scheduler. 

IV. The scheduler of the present invention can be 
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utilized under the control of the commercial operating 
system- 

v Knowledge oonoerning the inner structure of the 
cperatin, system is unnecessary for realizing the new 
scheduler* 

VI. Vihen trying various kinds of schedulers, it re 
unnecessary to restart the system. 

VII. There can he realized a scheduler, by which even 
it a program behaving unreliably is an object of the 
scheduling, the execution of another progra* can he 
performed. . 

*s a result, in accordance with the present invention, 
various schedulers, such as a scheduler to ensure certain 
CPU utilization needed for multi-media processing, can be 
implemented on a ccmaercial operating system. Further, a 
program behaving unreliably can be ployed as an object of 
« scheduling. Hamely. a scheduler, which is eguivalent to 
a scheduler implemented in the operating system, can be 
implemented as a user-level process scheduler. 

Pot a better understanding of the invention, and to show he the 
„ may be carried into effect, reference will now be m*>e. purely by 
way of example, to the attached drawings, in which:- 



FIG . 1 is a diagram for illustrating the operating 
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environment: (or execution environment) of a user- level 
process scheduler and user processes; 

FIG- 2 is a diagram for illustrating the operating 
environment of parallel type user- level process schedulers 
and user processes; 

FIG. 3 is a diagram for illustrating the operating 
environment of hierarchical (type) user-level process 
schedulers and user processes; 

FIG. 4 is a diagram for illustrating the operating 
environment obtained by applying the hierarchical structure 
of user-level process schedulers and user processes to the 
system of FIG. 2; 

FIG. 5 is a diagram for illustrating the operating 
environment obtained by providing two user-level process 
schedulers correspondingly to a same priority; 

FIG. 6 is a diagram for illustrating the user-level 
process scheduler of FIG. 1 in detail; 

FIG. 7 is a diagram for illustrating the process 
management table of FIG. 6; 

FIG. 8 is a diagram for illustrating an operation of 
changing the state of user processes by executing and 
suspending the user processes; 

FIG. 9 is a flowchart of execution and suspension 
operations performed by the process execution control 
portion of FIG. 6; 

FIG. 10 is a diagram for illustrating an operation of 
changing the priority of a user process; 
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FIG 11 is a flowchart of execution and suspension 
operations performed by the process priority control portion 
of FIG. 6; 

no. 12 is a diagram for illustrating an operation of 
changing the class of a user process; 

PIG 13 is a flowchart for illustrating execution and 
suspension operations performed hy the class change control 

portion of FIG. 6; 

FIG. 14 is a flowchart for illustreting admission and 
eiit operetions of user processes, which ere performed hy 
using a revest for execution halt (or for suspension, of 
FIG. 6; 

FIG. 15 is a flowchart for illustrating admission and 
exit operations of user processes, which are performed by 
using a request for priority change of FIG. 6; 

FIG 16 is a flowchart for illustrating admission and 
exit operations of user processes, which are performed by 
using a request for class change of FIG. 6; 

FIG. 17 is a diagram for illustrating a demand for a 
scheduling change by using a library; 

FIG. 18 is a diagram for illustrating a demand for a 
sch eduling change based on the scheduling specifications of 
a library; 

FIG. 19 is a diagram for illustrating the scheduling 

specifications of FIG. 18; 

FIG. 20 is a diagram for illustrating a user process 

linked to a multi-thread library; 
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FIG. 21 is a diagram for illustrating an operation of 
causing only one user process in a certain time in the 
operating environment of FIG. 1; 

FIG. 22 is a diagram for illustrating an operation of 
causing only one user process in a certain time in the 
operating environment of FIG. 2; 

FIG. 23 is a diagram for illustrating an operation in 
the case that a plurality of user processes, to which a CPU 
is allocated , are executed; 

FIGS. 24A and 24B are diagrams for illustrating the 
case that a plurality of CPUs are allocated to user 
processes and thus the user processes are executed; 

FIG. 25 is a diagram for illustrating the case that a 
plurality of processes are executed within a certain time; 

FIG. 26 is a diagram for illustrating the case that a 
plurality of user processes are executed at constant periods 
(or intervals); 

FIGS. 27 A and 27B are diagrams for illustrating a 
plurality of user processes which are different in operating 
periods from one another; 

FIG. 28 is a diagram for illustrating the case that the 
user processes of FIGS. 27 A and 27B are executed at constant 
periods; 

FIG. 29 is a diagram for illustrating the case that a 
certain time period is divided into a plurality of time 
slices and thus a plurality of user processes are executed; 

FIG. 30 is a diagram for illustrating the case that 
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constant CPU time is allocated to each of user processes 
belonging to the time sharing class; 

FIGS. 31A to 31C ere diagrams for illustrating the 
.apping of priorities in the cases of the rea! time class 
and the time sharing class; 

HO 32 is a diagram for illustrating an operation (or 
execution) of a user process which belongs to the real time 
class and is mapped onto the priority of 0; 

PIG 33 is a diagram for illustrating an operation at 
the time when it is detected that a user process is blocked; 

FIG. 34 is a diagram for illustrating the operating 
environment of a blocking detection process; 

FIG. 35 is a diagram for illustrating a blocking 
detection and an operation performed in the blocking 

detection process; 

FIG. 36 is a diagram for illustrating another operating 

environment of the blocking detection process; 

FIG. 37 is a diagram for illustrating the case that a 
re ad y state of a user process is detected after the blocking 

thereof is detected; 

,108. 38A end 38B ere diagrams for illustrating the 
creation (or g eneration) and termination of a user process; 
and 

F IGS. 39A and 39B are diagrams for Illustrating an 
application programs^ operation of posting the creation (or 
generation, and termination of a user process to a user- 
level process scheduler by using a library. 
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OPERATING ENVIRONMENT 
User-level process schedulers of the present invention 
can be easily realized on the premise that the fixed- 
priority scheduling of processes is provided by an operating 
system. The fixed-priority scheduling has been previously 
provided in built-in real time operating systems- Further,, 
the fixed -priority scheduling has come to be provided in 
UNIX System V (incidentally, UNIX is a registered trademark 
of AT&T in the U.S.A. ), Sun OSS, Windows/NT (incidentally, 
Windows is a registered trademark of Microsoft Corporation 
in the U.S.A.). Further, POSIX (Portable Operating System 
Interface for Computer Environments -Interactive Executive 
(developed by UNIX standard integrating organization 
(namely. Institute of Electrical and Electronics Engineers) 
based on UNIX system services)), which has become the 
standard for operating system interfaces, has specified 
schedulers for performing the fixed-priority scheduling. 
Solaris 2.4, namely, an operating system introduced by Sun 
Microsystems complies with POSIX standard and has a fixed- 
priority scheduler of a scheduling class called "a real time 
class". In the case of this real time class, the values of 
100 to 159 can be used as priorities. The use of the 
priorities means that a process having a higher (or larger) 
priority is preferentially executed. In the following 
description of an embodiment of the present invention, the 
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operating (or execution) environment based on the operating 
system "Solaris 2.4" is taken as an example, unless 

otherwise specified. 

FIG. 1 illustrates a practical example of the operating 
environment of the user-level process scheduler of the 
present invention. In a real time class space in the case 
of the fixed-priority scheduling provided by the operating 
system, the user-level process scheduler 10 is set in such a 
^ that this user-level process scheduler operates or 
runs at the priority of 159. namely, at the highest priority 
in the case of the reel time scheduling and that moreover, 
user processes 12-1 and 12-2 of a user process group 11 to 
oe scheduled are executed at the priority of 158 which is 
the second highest priority. 

FIG. 2 illustrates another example of the operating 
environment of the user-level process schedulers of the 
present invention. In the case of this example, the user- 
X.v.1 process scheduler operating at the priority of 159 rs 
eiviaed into two schedulers, namely, the user-level process 
schedulers 10-1 and 10-2. Further, the user-level process 
schedulers 10-1 end 10-2 are linKed to user processes 12-1 
soa 12-2 as libraries, respectively. The user-level process 
schedulers 10-1 and 10-2. therefore, control the linKed user 
processes 12-1 and 12-2, respectively. 

FIG. 3 illustrates another example of the operating 
environment of hierarchical user-level process schedulers 
ena user processes. A characteristic aspect of this example 
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resides in that the user- level process schedulers carries 
out: -the scheduling of the user processes hierarchically. 
First , the priority of the user-level process scheduler 10- 
11 is set in such a way that the user-level process 
scheduler 10-11 operates at the priority of 159 , which is a 
first priority of the real time class. Then, a second user- 
level process scheduler 10-12, whose priority is set at 158 
which is a second priority of the real time class, and a 
user process 12-1 are provided as objects of the scheduling 
to be performed by the user-level process scheduler 10-11 
whose priority is set at 159. Further, the user-level 
process scheduler 10-11 causes the respective of the user- 
level process scheduler 10-12 and the user process 12-1 to 
operate. Moreover, the second user-level process scheduler 
10-12 employs user processes 12-2 and 12-3, whose priorities 
are set at 157, as objects of the scheduling, and cause the 
user processes 12-2 and 12-3 at the priority of 157. 

FIG. 4 illustrates still another example of the 
operating environment obtained by applying the hierarchical 
(scheduling) structure of the user-level process schedulers 
and the user processes to a computer system. A 
characteristic aspect of this example resides in that the 
hierarchical scheduling structure is applied to the example 
of FIG. 2. Namely, the user-level process schedulers 10-1 
and 10-2 respectively linked to the user processes 12-1 and 
12-2, which operate at the priority of 159 of the real time 
(scheduling) class, as libraries provide the user-level 
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process schedulers 10-3 and 10-4 respectively linked to the 
user processes 12-3 and 12-4, which operate at the priority 
of 158, as libraries. Namely, the user-level process 
schedulers 10-1 and 10-2 perform the scheduling of the user 
processes 12-1 and 12-2, respectively, at the priority of 
159 correspondingly to a first layer. Further, the user- 
level process schedulers 10-3 and 10-4 perform the 
scheduling of the user processes 12-3 and 12-4 in accordance 
with the scheduling disciplines of the user processes 12-1 
and 12-2, respectively, at the priority of 158 
correspondingly to a second layer. 

FIG. 5 illustrates yet another example of (the 
operating environment of) a user-level process scheduler of 
the present invention. A characteristic aspect of this 
example resides in that there are provided a plurality of 
systems (namely, a plurality of schedulers, each of which is 
equivalent to the example of the user-level process 
scheduler of FIG. 1) correspondingly to the real time class. 
Namely, there are provided two user-level process schedulers 
10-1 and 10-2 which operate at the priority of 159 of the 
real time class. Moreover, a group of the user processes 
12-1 and 12-2 and another group of the user processes 12-3 
and 12-4 (incidentally, the user processes 12-1 to 12-4 
operate at the priority of 158) are respectively provided as 
user process groups 11-1 and 11-2 which are objects of the 
scheduling. In the case of this example, the user-level 
process scheduler 10-1 performs the scheduling of the user 
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processes 12-1 and 12-2. Further, the user-level process 
scheduler 10-2 performs the scheduling of the user processes 
12-3 and 12-4. Needless to say, FIG. 5 illustrates the case 
that there are two user-level process schedulers 10-1 and 
10-2 in the operating system. However, if necessary, there 
can be provided user-level process schedulers of an 
arbitrary number. 

FUNCTIONS AND OPERATIONS OF USER- LEVEL PROCESS SCHEDULERS 
Next, the functions and operations of the user-level 
process scheduler provided according to the present 
invention, which is applied in the example of FIG. 1, will 
be described hereinbelow. FIG. 6 illustrates the user-level 
process scheduler 10, which operates at the priority of 159, 
namely, at the first priority of the real time class, in 
detail. The user-level process scheduler 10 consists of a 
class change instructing portion 16, a process management 
table 18, a process execution instructing portion 20, a 
class change control portion 22, a process execution control 
portion 24 and a process priority control portion 26. The 
class change instructing portion 16 receives a demand for 
admission, which is sent from a user-process 12-3 operating 
in a scheduling class other than the real time class 28 in 
which the user-level process scheduler 10 operates, namely, 
in, for example, the time sharing class 30. Then, the class 
change instructing portion 16 refers to the process 
management table 18 and decides to permit or reject the 
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received demand in accordance with the predetermined 
conditions. When permitting the admission, the class change 
instructing portion 16 instructs the class change control 
portion 22 to change the scheduling class from the time 
sharing class 30 to the real time class 28 and further posts 
the permission for the admission to the user process 12-3. 
The condition or requirement of the permission for the 
admission is, for instance, a total CPU time required by the 
group of the user processes which are managed by using the 
process management table 18. 

The user process 12-3 specifies necessary CPU time, 
simultaneously with the demand for admission. If a sum of 
the specified CPU time and the total CPU time required by 
the user processes managed by the current process management 
table 18 is less than the prescribed or predetermined time, 
the admission is permitted. Conversely, if exceeds, the 
demand for admission is rejected. 

Hereat, in the process management table 18, a process 
identifier is registered and, for example, if a user process 
having being put into a ready state is executed at regular 
periods, a CPU utilization time in a period is also 
registered, as shown in FIG. 7. If a CPU utilization 
(ratio) is, for instance, 100 percent, the CPU utilization 
time in one period is set at 100 milliseconds (ms). Here, 
let A, B and C denote process identifiers corresponding to 
the user processes 12-1, 12-2 and 12-3 of FIG. 6, 
respectively. In the case of this example, when the user 
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process C 12-3 makes a demand for admission, the process 
identifiers A and B, which correspond to the user processes 
12-1 and 12-2 having been put into a ready state , and the 
CPU utilization time periods in a cycle (or period ), namely, 
50 ms and 20 ms, which respectively correspond to these user 
processes, have already been registered in the process 
management table 18. If the user process 12-3 having the 
process identifier C makes a demand for admission in this 
state, the CPU utilization time 10 ms is also specified 
simultaneously therewith. Thus, 80 ms is required or 
obtained as a sum of the CPU utilization time periods 
required by the processes. The ratio of this sum to the 
total CPU utilization time is 80 percent, so that the demand 
for admission is permitted. Consequently, the process 
identifier C and the corresponding CPU utilization time of 
10 ms are registered in the process management table 18, as 
illustrated in this figure. 

Referring again to FIG. 6, the process execution 
instructing portion 20 refers to the process management 
table 18 and further determines what process is executed 
next time, and how long the next process is executed. Then, 
the process execution instructing portion 20 gives 
instructions for class change to the class change control 
portion 22. Namely, the process execution instructing 
portion 20 sends the class change control portion 22 an 
instruction for changing the scheduling class between the 
time sharing class 30 and the real time class 28. Moreover, 
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the process execution instructing portion 20 gives the 
process execution control portion 24 instructions for 
executing, suspending (or halting, or resuming the process. 
Furthermore, the process execution instruction portion 20 
sends the process priority control portion 26 instructions 
for chenging the priority among priorities of 159 to 100 
esteblished corresponding to the real time cless 28. The 
des. aumge control portion 22 revests the operating 
system 14 to change the class of the designated user process 
according to the instructions for class change, which ere 
sent fro- the class change instructing portion 16 or fro. 
the process execution instructing portion 20. By this class 
change request, the operating system 14 carries out the 
Ohange of the class between the real time class 28. which is 
the fixed-priority scheduling cless, end the other 
scheduling class, namely, the ti« sharing class 30. The 
process execution control portion 24 requests the opereting 
system 14 to perform, suspend (or halt) or resume the 
execution of the designated user process according to the 
instructions sent from the class change instructing portion 
16 or from the process execution instructing portion 20. 
Further, the process priority control portion 26 revests 
the operating system 14 to ohange the priority belonging to 
the reel time class, which is a fixed priority, according to 
the instructions sent from the class change instructing 
portion 16 or from the process execution instructing portion 
20. The class change control portion 22. the process 
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execution control portion 24 and the process priority 
control portion 26 provided in the user-level process 
scheduler 10 operate separately from one another in response 
to instructions sent at that time from the class change 
instructing portion 16 or from the process execution 
instructing portion 20, and further perform the change of 
the scheduling of the user processes. Thus, regarding these 
three control portions 22, 24 and 26, the (scheduling) 
change control operations will be described hereunder. 

FIG. 8 illustrates an example of an operation of 
changing the state of user processes by executing and 
suspending the user processes. A characteristic aspect of 
this example" resides in that the user-level process 
scheduler controls the execution of the user processes by 
changing the states of the user processes by the use of a 
signal (handling) function provided by the operating system 
14. The user-level process scheduler 10, whose priority is 
159, has the user processes 12-1 and 12-2, which have the 
process identifiers A and B, in a user portion 11 as the 
objects of the scheduling. The change of the states of the 
user processes 12-1 and 12-2 into ready states can be 
realized by using SIGCONT, which is represented by a (UNIX) 
signal provided by the signal function of the operating 
system 14, as an argument, and by further issuing the kill 
system call. Moreover, the change of the states of the user 
processes 12-1 and 12-2 into suspended states can be 
realized by using SIGSTOP, which is represented by another 
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signal provided by the signal function of the operating 
system 14, as an argument, and by further issuing the Kill 
system call. For example, when the user-level process 
scheduler 10 changes the states of the user processes 12-1 
and 12-2, which respectively have the process identifiers A 
and B, into a ready state and a suspended state, 
respectively, only the user process 12-1 can be thus 
performed or executed. 

Further, the flowchart of FIG. 9 illustrates a 
processing operation of the process execution control 
portion 24 in accordance with an execution instruction sent 
from the process execution instructing portion 20 of FIG. 6. 
When receiving, for example, the kill system call using 
SIGCONT represented by a signal from the operating system 
14, the process execution instructing portion 20 first 
employs an index of the process management table 18 as a 
leading entry, in step SI. Subsequently, in step S2, the 
process execution instructing portion 20 checks whether or 
not the entry indicated by the index is currently in use (or 
being registered). If in use, the process execution 
instructing portion 20 instructs the process execution 
control portion 24 in step S3 to change the state of the 
user process, which has the process identifier designated by 
th e index, into a ready state. For example, in the case of 
employing the process management table of FIG. 7, the 
process execution instructing portion 20 instructs the 
process execution control portion 24 to execute the 
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execution of the user process A designated by the first 
index thereof- Thus, the process execution control portion 
24 sleeps in step S4 for a lapse of 50 ms, which is the CPU 
utilization time of the user process A, to thereby execute 
the user process A for the period of 50 ms- Subsequently, 
in step S5, the process execution instructing portion 20 
requests the process execution control portion 24 to change 
the state of the user process A, which is designated by the 
first index thereof, into a suspended (or halted) state. At 
this request of the process execution instructing portion 
20, the operating system 14 stops the execution of the user 
process A. When the operation or execution of the user 
process A designated by the first index is completed in 
steps S3 and S4, it is checked in step S6 whether or not the 
index designates the last entry. If not, the index is 
incremented by 1 in step S7. Then, this program (namely, 
this operation of the process execution control portion 24) 
returns to step S2. Then, the user process B corresponding 
to the entry designated by the next index (namely, the 
second index) is performed or executed similarly. 
Thereafter, if it is judged in step S6 that this index 
designates the last entry, the program returns again to step 
SI. Then, the processing is iteratively performed 
correspondingly to the indexes from the first (or leading) 
index of the process management table 18. Consequently, the 
scheduling can be achieved in such a manner that a plurality 
of user processes, which are registered in the process 
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m anagement table 18 and are in a ready or executable state, 
are executed within the set CPU (utilization) time. 

FIG. 10 illustrates an example of the operation of 
changing a user process by the process priority control 
portion 26 of FIG. 6. A characteristic aspect of this 
example resides in that the user-level process scheduler can 
control the execution of the user process by changing the 
priority of the user process in the response to the priocntl 
system call provided by the operating system 14. Further, 
only the user process 12-1' corresponding to the process 
identifier A can be executed by changing the priority of the 
user process 12-1, whose priority has been 157, by means of 
the user-level process scheduler 10 into 158, as illustrated 
in FIG. 10. 

The flowchart of FIG. 11 illustrates a processing 
operation of the process priority control portion 26 in 
accordance with an execution instruction sent from the 
process execution instructing portion 20 of FIG. 6. First, 
for the change of the priority, the process priority 
execution instructing portion 20 sets an index of the 
process management table 18 as a leading entry, in step 811. 
Then, in step S12, the process execution instructing portion 
20 checks whether or not the entry indicated by the index is 
currently in use (or being registered). If in use, the 
process execution instructing portion 20 instructs the 
process priority control portion 26 in step S13 to change 
the priority of the user process designated by the index 
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into 158. Next:, the process execution control portion 24 
sleeps in step S14 for a lapse of the CPU utilization time 
of the user process designated by the index to thereby 
execute the user process C for the specified time. 
Subsequently , in step SI 5, the process execution instructing 
portion 20 requests the process priority control portion 26 
to change the priority of the user process designated by the 
index into 157* Incidentally, in step S15, for the purpose 
of securely halting -or suspending the user process, the 
process execution instructing portion 20 may be adapted to 
request the process priority control portion 26 to change 
the priority of this user process into 100 which is the 
lowest priority belonging to the real time class. 
Subsequently, it is checked in step S16 whether or not the 
index designates the last entry. If not, the index is 
incremented by 1 in step SI 7. Then, this program (or 
operation) returns to step S12 again. Then, the execution 
and suspension of the processing in steps S13 to S15 are 
iteratively performed on the user process registered at an 
entry (point) designated by the next index of the process 
management table. 

FIG. 12 illustrates an example of the operation of 
changing the user process by means of the class change 
control portion 22 according to a class change instruction 
sent from the process execution instructing portion 20 of 
FIG. 6. The operating system Solaris 2.4, on which the 
scheduler of the present invention is implemented, has the 
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time sharing class 30, in which the time sharing scheduling 
is performed, in addition to the fixed-priority real time 
class 28. in the case of employing the time sharing class 
30, the operating system 14 dynamically changes the priority 
of the user process as follows. Here, the time sharing 
class 30 has the priorities of 59 to 0. 

I. in the case that a user process spends certain CPU 
time, the priority of the user process is lowered or reduced 

by a certain value. 

IX. If the certain CPU time is not allocated to a user 
process despite the executability of the user process, the 
priority of the user process is increased or heightened by a 

certain value. 

III. in the case that a user process voluntarily 
releases the allocated CPU (namely, the user process 
sleeps), the priority of the user process is increased or 
heightened by a certain value after awaked. 

Further, the user-level process scheduler of the 
present invention can control the execution of a user 
process by changing the (scheduling) class between such a 
time sharing class 30 and the real time class 28, in which 
the user-level process scheduler of the present invention 
operates, in response to the priocntl system call provided 
by the operating system 14. For example, only the user 
process 12-1 • corresponding to the process identifier A can 
be made to operate by changing the class of the user process 
12-1, which corresponds to the process identifier A and has 
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opera-ted in the time sharing class, into the real time class 
28 ( incidentally , in the case of this example, the priority 
thereof becomes 158) by means of the user-level process 
scheduler 10, as illustrated in FIG* 12. 

The flowchart of FIG. 13 illustrates an operation of 
changing a user process when the process execution 
instructing portion 20 of FIG. 6 gives an instruction for 
the class change to the class change control portion 22 of 
FIG. 6. When a class change instruction is given to the 
process execution instructing portion 20 in response to the 
priocntl system call provided by the operating system, an 
index of the process management table 18 is first set as a 
leading entry in step S21. Then, it is checked in step S22 
whether or not the entry designated by the index is in use. 
If in use, the process execution instructing portion 20 
instructs the class change instructing portion 22 in step 
S23 to change the class of the user process designated by 
the index into the real time class 28. Consequently, the 
operating system 14 changes the class and priority of the 
objective user process into the real time class and the 
corresponding priority of 158, respectively- Next, the 
process execution instructing portion 20 sleeps in step S24 
for a lapse of the CPU utilization time of the user process 
designated by the index to thereby cause the user process to 
operate for the specified time. Then, in step S25, the 
process execution instructing portion 20 instructs the class 
change control portion 22 to change the class of the user 
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process designated by the index into the time sharing class 
28. Thus the execution of this user process is halted or 
suspended. Subsequently, it is checked in step S26 whether 
or not the index designates the last entry. If not, the 
index is incremented by 1 in step S27. Then, this program 
returns to step S22. Thereafter, similar operation is 
performed on the next user process iteratively. 

ADMISSION AND EXIT OF USER PROCESS 
The admission of a user process into the group (or 
pool) of objects of the scheduling (namely, user processes 
to be scheduled) by the user-level process scheduler 10 
provided in the scheduling space of the real time class 28 
of FIG. 6 is performed when receiving a demand (or request) 
for admission, which is sent from a user process that is 
present in the time sharing class 30. Further, the exit (or 
withdrawal) of a user process from such a group is handled 
when receiving a demand (or request) for exit, which is sent 
from the user process. A demand for admission and a demand 
for exit are made on the class change instructing portion 
16. Then, the class change instructing portion 16 can 
perform three different kinds of processing of the demands 
by sending an instruction to one of the class change control 
portion 22, the process execution control portion 24 and the 
process priority control portion 26. 

The flowchart of FIG. 14 illustrates the admission and 
exit of user processes to be performed by utilizing a 
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request for execution,, a request for halt (or suspension) 
and a request for resumption, which are made on the process 
execution control portion 24. First , in step S31, the user- 
level scheduler waits for a demand (or request) for 
admission (or exit) issued from a user process which belongs 
to the time sharing class. When receiving a demand, it is 
checked in step S32 whether or not the received demand is a 
demand for admission. Here, it is assumed that a demand for 

- admission is made by the user process 12-3 which corresponds 
to the process identifier C and belongs to the time sharing 
class. In the case of this example, when making the demand 
for admission, the user process 12-3 specifies the CPU 
utilization time in a period (namely, CPU time, during which 

_ -the user process by itself utilizes the CPU, within a period 

(or cycle)), for example, 10 ms. As a result of receiving 

~~ the demand for admission, this program advances to step S33 

whereupon the class change instructing portion 16 checks 
whether a sum of the total CPU utilization time of the user 
processes registered in the process management table 18 and 
the CPU utilization time required by the user process having 

~ made the demand for admission is shorter than a 

predetermined time, namely, 100 ms. Here, it is assumed 
that the user processes 12-1 and 12-2 respectively 
corresponding to the process identifiers A and B are 
registered in the management table 18 as illustrated in FIG. 

— 7 and that the CPU (utilization) time periods in a cycle (or 
period), which respectively correspond to the user processes 
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12-1 and 12-2, are 50 ms and 20 ins. Thus, a sum of the 
total CPU utilization time in a cycle (or period), which 
corresponds to the user processes 12-1 and 12-2, and the CPU 
utilization time of 10 ms corresponding to the user process 
12-3 having made the demand for admission becomes 80 ms and 
is, therefore, shorter than the predetermined time, namely, 
100 ms. Consequently, the admission of this user process is 
allowed, so that this program advances to step S34. Then, 
in step S34, the class change instructing portion 16 
instructs the process execution control portion 24 to change 
the state of the user process 12-3, which has made the 
demand for admission, into the (execution) suspended (or 
halted) state. Further, the process execution control 
portion 24 requests the operating system 14 to put the user 
process 12-3 into the suspended (or halted) state. 
Subsequently, in step S35, the class change instructing 
portion 16 instructs the class change control portion 28 to 
change the class, to which the user process 12-3 having made 
the demand for admission belongs, into the real time class. 
Then, in step S36, the class change instructing portion 16 
instructs the process priority control portion 26 to change 
the priority of the user process 12-3 into 158. Thereby, 
the priority of the user process 12-3, the admission of 
which is allowed, is set at 158 which is a priority 
belonging to the real time class in which the user-level 
process scheduler 10 operates. Subsequently, in step S37, 
the user process 12-3 having made the demand for admission 
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is registered in the process management table 18, as 
indicated by the process identifier C and the corresponding 
CPU time 10 ms in FIG- 7. Finally, in step S35, the 
permission for admission is posted to the user process 12-3 
having made the demand for admission- In contrast, in the 
case that the sum of the total CPU utilization time in a 
cycle (or period), which corresponds to the user processes 
12-1 and 12-2, and the CPU utilization time required by the 
user process 12-3 having made the demand for admission 
exceeds the predetermined time, namely, 100 ms, this program^ 
advances to step S39 whereupon the rejection of the 
admission is posted to the user process 12-3 having made the 
demand for admission- Further, when a demand for exit from 
the group (or pool) is made from a user process, this 
program advances from step S32 to step S40 whereupon the 
user process having made the demand for exit is deleted from 
the process management table 18. Next, in step S41, the 
class change instructing portion 16 instructs the class 
change control portion 22 to change the class, to which the 
user process has made the demand for exit belongs, into the 
time sharing class 30. 

The flowchart of FIG. 15 illustrates the admission and 
exit operations of a user processes, which are performed by 
utilizing the priority change control operation of the 
process priority control portion 26 in response to a demand 
- for admission sent from the user process. First, in step 

S51, the user-level scheduler waits for a demand (or 
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request) for admission or exit issued from a user process. 
When receiving a demand, it is checked in step S52 whether 
or not the received demand is a demand for admission. If 
the demand for admission, if it is checked in step S53 
whether or not a sum of the total CPU utilization time in a 
cycle, which corresponds to the user processes having 
already been registered in the process management table 18, 
and the CPU utilization time corresponding to the user 
process having made the demand for admission is shorter than 
100 ms. If shorter, the admission of this user process is 
allowed, so that this program advances to step S54 whereupon 
the class change instructing portion 16 instructs the class 
change control portion 22 to change the class, to which the 
user process having made the demand for admission belongs, 
into the real time class 28. Subsequently, in step S55, the 
class change instructing portion 16 instructs the priority 
change control portion 26 to change the priority of the user 
process, which has made the demand for admission, into 100. 
Then, in step S56, the user process 12-3 having made the 
demand for admission is registered in the process management 
table 18. Subsequently, in step S57, the permission for 
admission is posted to the user process having made the 
demand for admission. In contrast, in the case that the sum 
of the total CPU utilization time in a cycle (or period), 
which corresponds to the registered user processes, and the 
CPU utilization time required by the user process having 
ro ade the demand for admission is equal to or longer than 100 
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ms, the rejection of the admission is posted in step S57 to 
the user process having made the demand for admission. 
Further, if it is judged in step S52 that a demand for exit 
from the group (or pool) is made from a user process, the 
user process having made the demand for exit is deleted in 
step S59 from the process management table 18. Next, in 
step S60, the class change instructing portion 16 instructs 
the class change control portion 22 to change the class, to 
which the user process having made the demand for exit 
belongs, into the time sharing class 30. 

The flowchart of FIG. 16 illustrates a processing 
operation to be performed by utilizing the control function 
of the class change control portion 22 of FIG. 6 in response 
to a demand for admission or exit, which is sent from a user 
process. First, in step S61, the user-level scheduler waits 
for a demand (or request) for admission or exit issued from 
a user process. When receiving a demand, it is checked in 
step S62 whether or not the received demand is a demand for 
admission. If the demand for admission, if it is checked in 
step S63 whether or not a sum of the total CPU utilization 
time in a cycle, which corresponds to the user processes 
having already been registered in the process management 
table 18, and the CPU utilization time corresponding to the 
user process having made the demand for admission is shorter 
than 100 ms. If shorter, the admission of this user process 
is allowed, so that this program advances to step S64 
whereupon the class change instructing portion 16 instructs 
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the class change control portion 22 to change the class, to 
which the user process having made the demand for admission 
belongs, into the time sharing class 30. Subsequently, in 
step S65, the user process having made the demand for 
admission is registered in the process management table 18. 
Then, in step S66, the permission for admission is posted to 
the user process having made the demand for admission. In 
this case, first, the user process having made the demand 
for admission is put into the time sharing class 30. 
Thereafter, when executing this user process, the class, to 
which this user process belongs, is changed into the real 
time class 30 in which the user-level process scheduler of 
the present invention performs the scheduling. In contrast, 
in the case that the sum of the total CPU utilization time 
in a cycle (or period), which corresponds to the registered 
user processes, and the CPU utilization time required by the 
user process having made the demand for admission is equal 
to or longer than 100 ms, the rejection of the admission is 
posted in step S67 to the user process having made the 
demand for admission. Further, if it is judged in step S62 
that a demand for exit from the group (or pool) is made from 
a user process, the user process having made the demand for 
exit is deleted in step S68 from the process management 
table 18. Next, in step S69, the class change instructing 
portion 16 instructs the class change control portion 22 to 
change the class, to which the user process having made the 
demand for exit belongs, into the time sharing class 30. 
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FIG. 17 illustrates an example of an operation of 
posting a demand for a scheduling change or a priority 
change to a user-level process scheduler by using a library. 
In a library 34 linked to the application program 32 , 
information designating the scheduling method or class of 
the user-level process scheduler 10 (namely, indicating 
whether the real time class or the time sharing class is 
employed) and a function used to change the priorities of 
user processes are prepared or stored. In the case that the 
contents of this library 34 is recalled or read, the change 
of the scheduling or the priority of a user process is 
posted to the user- level process scheduler 10 by sending 
such a message thereto as a change (or alteration) notice. 
When receiving the change notice represented by the message, 
the user- level process scheduler 10 judges whether or not 
such a change is possible. If possible, the scheduling 
method or the priority is changed in response to the 
priocntl system call provided by the operating system. In 
contrast, if impossible, the user-level process scheduler 10 
posts to the library 34 to that effect. Then, the library 
34 posts to the application program 32 to that effect. 

FIG. 18 illustrates another example of an operation of 
posting a demand for a scheduling change or a priority 
change to a user-level process scheduler by using a library. 
In the case of this example, a parent process 36, which is 
operative to create a user process 12, makes a demand (or 
request) for changing the scheduling method or the priority 
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by sending a message according to the predetermined 
scheduling specifications to the user-level process 
scheduler 10 through a library 38 to be linked. The 
scheduling specifications 40, which are created by the 
parent process 36, describes a relative start time and a 
relative finish time with respect to a operation start time 
of the user process 12 and further describes the scheduling 
method used between the relative start time and the relative 
- finish time, as illustrated in, for example, FIG. 19. Thus, 
when receiving a message according to such scheduling 
specifications 40 from the library 38, the user-level 
process scheduler 10 performs the scheduling of the user 
process 12 in compliance with the scheduling specifications 
40. 

FIG. 20 illustrates the internal structure of a user 
process to be scheduled by the user-level process scheduler 
of the present invention. As illustrated in this figure, 
the case of the user process 12, which is an object of the 
scheduling by the user-level process scheduler of the 
present invention, is linked with a multi-thread library 42. 
in a thread group 44, three threads 46-1, 46-2 and 46-3 are 
scheduled by the multi-thread library 42. 

GUARANTEE ON USER PROCESS'S UTILIZATION OF CPU 
The user-level process scheduler 10 having the control 
functions illustrated in FIG. 6 can perform such a 
scheduling that can ensure the utilization of the CPU by 



BNSDOCID" <GB 230421 1A_L> 



- 47 



allocating the CPU to user processes to be scheduled, 
namely, user processes registered in the process management 
table 18 at uniform rates. FIG. 21 is a diagram for 
illustrating the manner of an operation of limiting the 
object of the CPU assignment to only one user process. The 
user-level process scheduler 10 generates an instruction to 
change the state of the user process 12-1 , which corresponds 
to the process identifier A and is an object to be executed, 
into a ready state. Particularly, this state change (or 
alteration) instruction is issued by the process execution 
instructing portion 20 and is one of an execution/ suspension 
instruction to be given to the process execution control 
portion 24, a class change instruction to be given to the 
class change control portion 22 and a priority change 
instruction to be given to the process priority control 
portion 26. In the case of the instruction sent from the 
process execution instructing portion 20 to the process 
execution control portion 24, only the user process 12-1 is 
put into a ready state in response to the kill system call, 
whereas the other user processes are put into a suspended 
(or halted) state. Further, in the case of the priority 
change instruction sent from the process execution 
instructing portion 20 to the process priority control 
portion 26, only the user process 12-1 is set in such a 
manner as to have the priority of 158 in response to the 
priocntl system call, while the other user processes are set 
in such a way as to have the priority of 157. Moreover, in 
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the case of the class change instruction sent from the 
process execution instructing portion 20 to the class change 
control portion 22, only the class, to which the user 
process 12-1 belongs, is changed into the real time class 28 
in response to the priocntl system call, while the classes, 
to which the other user processes belong, respectively, are 
changed into the time sharing class 30. When the execution 
of the aforementioned instruction of changing the user 
process is finished, the user-level process scheduler 10 
sleeps for a lapse of the time, during which the user 
process 12-1 is executed, namely, for the allocated CPU time 
which is obtained by referring to the process management 
table 18, in response to the usleep system call. Thereby, 
the user-level process scheduler 10 causes the user-process 
12-1 to operate, as illustrated in FIG. 21. Furthermore, 
this processing is similarly performed on the user process 
12-2 corresponding to the next process identifier B. In 
addition, this processing is repeatedly performed on a 
plurality of user processes which are registered in the 
process management table 18 and are in the ready state. 

FIG. 22 illustrates operations of the two user-level 
process schedulers 10-1 and 10-2 linked to the user 
processes 12-1 and 12-2 of FIG. 2, respectively. Similarly 
as in the case of FIG. 21, the user-level process scheduler 
10-1 linked to the user process 12-1 corresponding to the 
process identifier A performs one of the following 
operations : 
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I. Execution and suspension in response to the kill 
system call; 

II. Changing of the priority thereof in response to 
the priocntl system call; and 

III. Changing of the class, to which this user process 
belongs, in response to the priocntl system call. 

Next, the user- level process scheduler 10-1 linked to 
the user process 12-1 sleeps in response to the usleep 
system call for the corresponding CPU utilization time 
recorded in the process management table. Thereby, the user 
process 12-1 is caused to operate as shown in FIG. 22. This 
processing is similarly performed on the user process 12-2 
corresponding to the process identifier B. 

FIG. 23 illustrates an operation in the case that a 
plurality of user processes, to which the CPU is allocated, 
are executed. The user-level process scheduler 10 causes 
the two user-processes 12-1 and 12-2 to operate. First, the 
user-level process scheduler 10 performs one of the 
following operations: 

I. Execution and suspension in response to the kill 
system call; 

II. Changing of the priority thereof in response to 
the priocntl system call; and 

III. Changing of the class, to which this user process 
belongs, in response to the priocntl system call. 

Thereby, the user-level process scheduler 10 puts the 
two user processes 12-1 and 12-2 into the ready state. 
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Subsequently, the user-level process scheduler 10 sleeps In 
response to the usleep system cell for e certain period of 
tl» determined from e total of the CPU time periods 
respectively allocated to the user-processes 12-1 and 12-2. 
which are obtained from the process management table. Thus. 
th e two user processes 12-1 and 12-2 are caused to operate 
as illustrated in this figure. In this case, it is 
determined on the basis of the states of the user processes 
«-l and 12-2 how these user processes operate in a period 
of time in which the user-level process scheduler 10 sleeps. 
Per example, if the user-process 12-1 releases the CPU. the 
user process 12-2 doe. not operate. Conversely, if the user 
process 12-1 immediately releases the CPU. the user process 

Here the causes of suspension or 
12-2 comes to operate. Here, «w wo 

halt of the user processes 12-1 and 12-2 are, for instance. 
I/O waiting and the issuance of the sleep system call. 

PIGS. 24A and 24B illustrate the cese that the user 
processes of PIG. 23 are executed (or caused to operate) by 
a multi-processor consisting of a plurality of CPUs are 
allocated to user processes and thus the user processes are 
executed. In this case, as illustrated in FIGS. 24* and 
2 4B. the CPUs 48-1 and 48-2 can be allocated to the user 
processes 12-1 and 12-2. respectively. Conseguently. the 
two user processes 12-1 and 12-2 can be executed 
simultaneously by the different CPUs 48-1 and 48-2, 
respectively. 

FIG. 25 illustrates an example of how the user-level 
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process scheduler of the present invention can ensure the 
execution of a plurality of processes within a predetermined 
constant time T. First, the user-level process scheduler 10 
causes the user process 12-1 corresponding to the process 
identifier A to operate or run for a certain time by 
performing one of the following operations: 

I. Execution and suspension in response to the kill 
system call; 

II. Changing of the priority thereof in response to 
the priocntl system call; and 

III. Changing of the class, to which this user process 
belongs, in response to the priocntl system call. 

Thereafter, the user-level process scheduler 10 causes 
the other user process 12-2, which corresponds to the 
process identifier B, to operate or run for a certain time 
by performing one of these three operations similarly. 

FIG. 26 is a diagram for illustrating an example of the 
case that a plurality of processes are put into a ready 
state and are iteratively executed at constant periods (or 
intervals). In the case of this example, the two user 
processes 12-1 and 12-2 are objects of the scheduling. In a 
constant period T, the user-level process scheduler 10 puts 
the user process 12-1, which corresponds to the process 
identifier A, into a ready state by performing one of the 
following operations: 

I. Execution and suspension in response to the kill 

system call; 
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II. Changing of the priority thereof in response to 
the priocntl system call; and 

III. Changing of the class, to which this user process 
belongs, in response to the priocntl system call. 
Thereafter, the user-level process scheduler 10 causes the 
user process 12-1 to operate for a certain time. Next, the 
user-level process scheduler 10 causes the other user 
process 12-2 to operate or run for a certain time in the 
similar way. This sequence of operations is cyclically 
repeated. Further, this repetition of the sequence of the 
operations of the user processes at the regular periods (or 
intervals) T can be applied to the case that the operating 
periods of the user processes are equal to one another. 

FIGS. 27A and 27B illustrate the case that a plurality 
of user processes which are different in operating periods 
from one another. First, the user process 12-1 iteratively 
operates at regular periods T, as illustrated in FIG. 27A. 
Differently from this, the user process 12-2 iteratively 
operates at regular periods 2T, each of which is twice the 
period T, as illustrated in FIG. 27B. In the case that the 
operating periods of the two user processes 12-1 and 12-2 
are different from each other in this manner, the least 
common multiple of the operating periods (incidentally, in 
this case, the period 2T) is employed as a scheduling 
period, as illustrated in FIG. 28. Namely, immediately 
after the user process 12-1 having the operating period T is 
executed, the user process 12-2 having the operating period 
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2T is executed. Subsequently, -the user process 12-1 having 
-the operating period T is executed again. Further, the rest 
of the scheduling period 2T is employed as an idling period. 
Such a sequence of operations is repeated. 

Here, note that in the case of the example of FIG. 26 
in which the plurality of the user processes are executed at 
constant periods T, 100 percent of the CPU time in one 
period T is used by the user processes. Thus, if another 
user process, which requires 20 percent of the CPU time in 
one period T, makes a demand (or request) for admission into 
the group (or pool) of objects of the scheduling in such an 
operating environment, this demand is rejected by the user 
process scheduler 10. In contrast, if an upper limit to the 
total of the CPU utilization (ratios) allocated to the user 
processes 12-1 and 12-2 in one period T is 80 percent, a 
demand for admission, which is made by another user process 
requiring 20 percent of the CPU tim in one period T, can be 
accepted. Consequently, this user process can admitted to 
the group of objects of the scheduling. Thus, the admission 
control ( method ) , which is a kind of Q0S ( quality of 
service) control method, is employed for the operation 
having a constant period T of FIG. 26. The upper limit of 
the total of the CPU utilization time of the user process 
12-1 and that of the user process 12-2 is 80 percent. 
Consequently, a demand for admission, which is issued from 
another additional user process, whos CPU utilization 
(ratio) is not more than 20 percent, can be efficiently 
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accepted or permitted. 

FI G. 29 illustrates the manner of an operation to 
performed by dividing a certain time period into a plurality 
o* time slices, in each of which the CPU is allocated to . 
user process. Namely, differently from the cases of FIGS. 
25 and 26. in which the CPU is continuously allocated to one 
user process in each of the certain time periods T or in 
aach of regular periods, in the case of FIG. 29. the certain 
time period (namely, the CPU time) is divided into a 
plurality of time slices, in each of which the CPU is 
allocated to one of user processes 12-1. 12-2 and 12-3. 

PIG. 30 illustrates the manner of an operation in which 
constant CPU time is forcibly allocated to user processes 
which are objects of the scheduling and belong to the trme 
sharing class. As shown in this figure, the user processes 
12 -1 and 12-2 are present in (namely, belong to) the real 
ti »e class 28. while the user processes 12-3 and 12-4 are 
pr esent in the time sharing class 30. In this case, the 
user-level process scheduler 10 serially causes the user 
processes 12-1 and 12-2. which belong to the reel trme 
class, to operate or run for a certain time by performing 
one of the following operations: 

I. Execution and suspension in response to the kill 

system call; 

U. Changing of the priority thereof in response to 

the priocntl system call: and 

III . Changing of the class, to which this user process 
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belongs, in response to th priocntl system call* 
Thereafter, the user-level process scheduler 10 puts the 
user processes 12-1 and 12-2 into a suspended state • 
Further, in response to the usleep system call, the CPU is 
released for a certain time period. Thereby, the CPU is 
allocated to the time sharing class 30, so that the user 
processes 12-3 and 12-4 are executed (or caused to operate). 
In this case, the scheduling of the user processes 12-3 and 
12-4 is performed by a time sharing schedular of the 
operating system Solaris 2.4. 

FIGS. 31A to 31C are diagrams for illustrating the 
mapping that indicates the corresponding relation between 
the priorities of the real time class (namely, the 
scheduling space of the user-level process scheduler of the 
present invention) and global priorities or between the 
priorities of the time sharing class and global priorities. 
In the case of the operating system Solaris 2.4 supporting 
the user-level process scheduler of the present invention, 
the time sharing class priorities ranging 0 to 59 are mapped 
onto the global priorities also ranging 0 to 59 as 
illustrated in FIG. 31C, so that the global priorities are 
established. Further, regarding the real time class, the 
time sharing class priorities ranging 0 to 59 are mapped 
onto the global priorities also ranging 100 to 159 as 
illustrated in FIG. 31A, so that the global priorities are 
established. This mapping of the priorities of FIG. 31A is 
copied onto a file RT-DPTBL to be linked when the operating 
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system is activated. In contrast, in accordance with the 
present invention, as illustrated in FIG. 31B, the lowest 
priority of the real time class 28 is made to be equal to 
the lowest priority (0) of the time sharing class 30, 
differently from the case of the mapping file of FIG. 31A. 

in. accordance with the mapping of FIG. 3 IB, the manner 
of an operation of FIG. 32 is obtained. Further, a certain 
time period is allocated or established as a time period Tts 
for a time sharing process by instructing the process 
priority control portion 26 of FIG. 6 to set the priority of 
the user process 12-2 at 0. In this case, if there is 
actually present no executable time sharing process during 
the time period Tts for the time sharing process, the user 
process 12-2, which belongs to the real time class 28 and 
has the lowest priority (0) of FIG. 31B, can be executed (or 
caused to operate) instead of a user process belonging to 
the time sharing class. Needless to say, because the user 
process 12-1 is put into a suspended state at that time, 
this user process does not run during the user process 12-2 
operates (or is executed). Consequently, the user process 
belonging to the real time class can be efficiently executed 
(or caused to operate) even if an operating time is 
allocated to the user process belonging to the time sharing 
class for a certain time period. 

DETECTION OF BLOCKING OF USER PROCESS 
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FIG. 33 illustrates the case that a blocking occurs 
when the CPU time T from a moment Tl to another moment T4 is 
allocated to the user process 12-1 by means of the user- 
level process scheduler 10. Namely , it is assumed that at 
the moment Tl, the CPU time is allocated to the user process 
12-1 and thus this user process starts operating and that a 
blocking 54 occurs owing to I/O waiting or the like at the 
moment T2. This blocking 54 is detected by an appropriate 
blocking detecting means. Then, a blocking detection notice 
56 is posted to the user-level process scheduler 10. When 
receiving the blocking detection notice 56, the remaining 
(CPU) time from a moment T3 to another moment T4 is 
allocated to a user process belonging to the time sharing 
class . 

FIG. 34 illustrates a blocking detection process 
(namely, an operation of detecting the blocking shown in 
FIG. 33). Further, the blocking detection process 60 is 
established at the priority of 158 which is equal to that of 
the user process 12-1 to be scheduled by the user-level 
process scheduler 10 having the priority of 159. In the 
case that a plurality of executable processes are present at 
a same priority of the real time class of the operating 
system Solaris 2.4 supporting the scheduler of the present 
invention, an executable process is changed or switched 
through a round robin at each time quantum which is the 
minimum unit of the CPU allocation. Further, a time quantum 
can be established in each process in response to the 
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priocntl system call. In the operating environment of FIG. 

34, the user-level process scheduler 10 establishes the user 
process 12-1 and the blocking detection process 60 by using 
the following procedure. Further, as illustrated in FIG. 

35, the blocking of the user process 12-1 is detected by the 
blocking detection process 60 and is posted to the user- 
level process scheduler 10 by using the signal (handling) 
function of the operating system. Namely, the blocking 
detection process 60 is established by the user- level 
process scheduler of FIG. 34 as follows: 

I. The priority of the user process 12-1 is set at 

158; 

II. The time quantum of the user process 12-1 is set 
as being equal to a time period which is equal to or longer 
than the CPU time allotted to the user process 12-1; 

III. The user process 12-1 is put into a ready state; 

IV. The priority of the blocking detection process 60 
is set at 158; 

V. The time quantum of the blocking detection process 
60 is set as being equal to a suitable time; 

VI. The blocking detection process 60 is put into a 

ready state; and 

VII. The user process 12-1 is caused to sleep during 

the CPU time allotted thereto. 

FIG. 36 illustrates another operating manner of the 
blocking detection process. In this case, the blocking 
detection process 60 is set at a lower priority (namely, 
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157) correspondingly to the user process 12-1 to be 
scheduled by the user-level process scheduler 10 - Namely, 
it is detected by the blocking detection process 60 that the 
user process 12-1 is blocked. Then, the occurrence of the 
blocking of the user process 12-1 is posted to the user- 
level process scheduler 10 by using the signal (handling) 
function of the operating system. The setting of the user 
process 12-1 and the blocking detection process 60 of this 
case is carried out as follows: 

I. The priority of the user process 12-1 is set at 

158; 

II. The user process 12-1 is put into a ready state; 

III. The priority of the blocking detection process 60 
is set at 157; 

IV. The blocking detection process 60 is put into a 
ready state; and 

V. The user process 12-1 sleeps for a time period 
during which this user processes is intended to operate. 

The operation in the case of setting the blocking 
detection process 60 of FIG. 36 becomes similar to that in 
the case of FIG. 35. 

FIG. 37 illustrates the case that a user process is put 
into a ready state after the blocking thereof is detected 
within certain CPU time allocated to the user process. 
First, the user-level process scheduler 10 allocates a 
period of time from a moment Tl to another moment T6 to the 
user process 12-1 as the CPU (utilization) time. The user 
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process 12-1 is, however, blocked owing to I/O waiting. In 
response to the blocking detection 68, the user-level 
process scheduler 10 allocates the remaining time from a 
moment T3 to the moment T6 to a process 120 belonging to the 
time sharing class. However, if the user process 12-1 is 
put into a ready state at a halfway moment T4, the 
appropriate detecting means posts the detected ready state 
72 to the user-level process scheduler 10. When receiving 
this notice representing the detection of the ready state, 
the user-level process scheduler 10 allocates a time period 
from a moment T5 to the moment T6 to user process 12-1 
again. The detection of the ready state of the user process 
12-1 of FIG. 32, which has been once blocked, is enabled by 
further using a notice sent from the operating system. 

FIGS. 38A and 38B illustrate operations to be performed 
when the creation and termination of a user process are 
detected. First, FIG. 38A illustrates the case that only 
the user process 12-1 is caused to operate and a part of the 
CPU time is allocated to a time sharing process 120 (namely, 
a process belonging to the time sharing class). When a new 
user process 12-2 is created in this state, the creation of 
the user process 12-2 is detected as illustrated in FIG. 
38B. Moreover, the CPU time allotted to the time sharing 
process is allocated to the user process 12-2. On the other 
hand, in the case that the user-level process scheduler 10 
has allocated the CPU time to the user-processes 12-1 and 
12-2 as illustrated in FIG. 38B and it is detected that the 
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user process 12-2 is finished, the CPU time having been 
allotted to the user process 12-2 is allocated to the time 
sharing process 120. Thus, the operation is performed as 
illustrated in FIG. 38A. 

The creation and termination of the process as 
illustrated in FIGS. 38A and 38B are performed in response 
to the fork system call fork for creating the process and to 
the exit system call for terminating the process, 
respectively. In the case of an application program of FIG. 
39A created by using C (programming) language, the creation 
and termination of a process are posted to the operating 
system 14 through the library 34. Moreover, in the case 
that there is provided the user-level process scheduler 10 
of the present invention and the fork system call for 
creating a process and the exit system call for terminating 
the process are issued from the application program 32 as 
illustrated in FIG. 32B, a new library 340 having the 
function of- communicating a message to the user- level 
process scheduler 10 is provided. Thus, when receiving the 
fork system call or the exit system call from the 
application program 32, the new library 340 can post the 
creation or termination of a process to the user- level 
process scheduler 10 by using a message provided as one of 
inter-process communication functions. The new library 340 
is re-linked if statically linked when compiled. Further, 
this library is replaced with a dynamic link library if 
dynamically linked when executed. Consequently, there is no 
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necessity of rewriting the application program 32. The 
operation of detecting the creation and termination of a 
user process in the manner as illustrated in FIG. 39B 
becomes similar to those illustrated in FIGS. 38A and 38B. 
Naturally, the creation and termination of a user process 
may be posted directly from the operating system 14 to the 
user- level process scheduler 10. 

in this way, in accordance with the present invention, 
schedulers, such as a scheduler to ensure certain CPU 
utilization (ratio) needed for multi-media processing, can 
be implemented on a commercial operating system in the 
various manners. Further, a program behaving unreliably can 
be employed as an object of the scheduling. Namely, a 
scheduler, which is equivalent to a scheduler implemented in 
the operating system, can be implemented as a user-level 
scheduler • 

incidentally, the aforesaid embodiment of the present 
invention is provided by employing the operating system 
Solaris 2.4 introduced by Sun Microsystems, by way of 
example. Further, the present invention can be applied 
directly to process schedulers provided by employing other 
suitable operating systems which can provide fixed-priority 
scheduling processes, may be employed instead thereof. 
Moreover, in the case of the aforementioned embodiment 
(namely, the foregoing user-level process scheduler) of the 
present invention, by way of example, the time sharing 
scheduler is employed as a scheduler belonging to a 
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scheduling class other than the scheduling class of the 
f ixed-priority scheduler to which the user-level process 
scheduler of the present invention is linked. Of course / 
other variable-priority schedulers may be employed instead 
of such a scheduler. 

Although the preferred embodiment of the present 
invention has been described above , it should be understood 
that the present invention is not limited thereto and that 
other modifications will be apparent to those skilled in the 
art without departing from the spirit of the invention. 

The scope of the present invention, therefore, should 
be determined solely by the appended claims. 
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WHAT IS CLAIMED IS: 

!. A computer-system process scheduler, which is supported 
by an operating system and establishes fixed priorities 
respectively corresponding to a plurality of processes to be 
scheduled, the priorities being able to be changed by 
designation sent from a user process, the computer process 
scheduler being adapted to allocate a CPU to executable ones 
of the processes in a descending order of the priorities 
thereof and to cause the process, to which the CPU is 
allocated, to operate, the computer-system process scheduler 

comprising: 

a user-level process scheduler belonging to a user 
process and having a first priority and being operative to 
schedule other processes, each of which has a priority lower 
than the first priority, and to cause the latter processes 
to operate* 

2. A computer-system process scheduler, which is supported 
by an operating system and establishes fixed priorities 
respectively corresponding to a plurality of processes to be 
scheduled, the priorities being able to be changed by 
designation sent from a user process, the computer process 
scheduler being adapted to allocate a CPU to executable ones 
of the processes in a descending order of the priorities 
thereof and to cause the process, to which the CPU is 
allocated, to operate, the computer- system process scheduler 
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comprising : 

a user- level process scheduler belonging to a user 
process and having a first priority and being operative to 
determine allocation of the CPU thereto and to request the 
operating system to execute the user process. 

3. The computer-system process scheduler according to 
claim 1 or 2, wherein the user-level process scheduler is 
linked to each of a plurality of user processes having the 
first priority and is operative to schedule the user process 
corresponding thereto and to cause a corresponding one of 
the user processes to operate. 

4. The computer-system process scheduler according to 
claim 1, 2 or 3, wherein the user-level process scheduler 
having the first priority provides a user-level process 
scheduler having a second priority in a group of user 
processes scheduled by the user- level process scheduler 
having the first priority and is operative to hierarchically 
schedule other groups of user processes from those of high- 
order groups to those of low-order groups and cause the 
groups of the user processes to operate. 

5. The computer -system process scheduler according to 
claim 1 or 2, which further comprises a plurality of user 
schedulers having the first priority , each of which 
individually schedules a corresponding group of user 
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processes and causes the corresponding group of user 
processes to operate. 

6. The computer-system process scheduler according to 

any preceding claim, wherein the user-level process scheduler 
comprises : 

a process execution control portion for requesting the 
operating system to execute, suspend or resume a designated 
user process, in accordance with an instruction issued from 
a class change instruction portion according to a demand 
made by a user process, or in accordance with an instruction 
issued from a process execution instructing portion by 
referring to a process management table; 

a process priority control portion for requesting the 
operating system to execute, suspend or resume a user 
process by changing a priority of a designated user process 
into the first priority and executing the user process and 
suspending another user process, whose priority is changed 
into a low priority, in accordance with an instruction 
issued from the class change instruction portion according 
to a demand made by a user process, or in accordance with an 
instruction issued from the process execution instructing 
portion by referring to the process management table; and 

a class change control portion for requesting the 
operating system to execute, suspend or resume a designated 
user process, in accordance with an instruction issued from 
the class change instruction portion according to a demand 



BNSDOCID- <GB 230421 1A_L> 



- 67 - 



made by a user process, or in accordance with an instruction 
issued from the process execution instructing portion by 
referring to the process management table, in case that the 
user-level process scheduler has a time sharing class, in 
which a priority of a low priority range is dynamically 
changed according to a process state, in addition to and 
differently from a real time class having a fixed priority 
of a high priority range. 

7. The computer-system process scheduler according to 
claim 6, wherein the class change instructing portion refers 
to the process management table and obtains a total of CPU 
time required by a group of user processes, which are 
currently in an admitted state, in response to a demand for 
admission, which includes designation of CPU utilization 
time of a user process, wherein if a total of the required 
CPU time is equal to or less than a predetermined time, the 
class change instructing portion permits the user process to 
admit the group, wherein if the total of the required CPU 
time exceeds the predetermined time, the class change 
instructing portion rejects the demand for admission. 

8. The computer- system process scheduler according to 
claim 6 or claim 7, wherein in case of permitting a user process to 
admit, the class change instructing portion instructs the 
process execution control portion to change a state of the 
user process, which has made the demand for admission, into 
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a suspended state, and further instructs the class change 
control portion to change a class of the user process from a 
time sharing class, which has a dynamic priority of a low 
priority range, into a real time class having a fixed 
priority of a high priority range, and furthermore instructs 
the process priority control portion to change a priority of 
the user process into a second priority, wherein after the 
user process is registered in the process management table, 
the class change instructing portion posts permission for 
admission to the user process. 

9. The computer-system process scheduler according to 
claim 6 or 7, wherein iru-case of permitting a user process to 
admit, the class change instructing portion instructs the 
class change control portion to change a class of the user 
process into a real time class, and further instructs the 
process priority control portion to change a priority of the 
user process into a priority which is lower than the first 
priority, wherein after the user process is registered in 
the process management table, the class change instructing 
portion posts permission for admission to the user process. 

10. The computer-system process scheduler according to 
claim 6 or 7, wherein in case of permitting a user process to 
admit, the class change instructing portion instructs the 
class change control portion to change a class of the user 
process into a time sharing class, wherein after the user 
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process is registered in the process management table, the 
class change instructing portion posts permission for 
admission to the user process. 

11. The computer-system process scheduler according to any one of 
claims 6 to 10, wherein in^response to a demand for exit, which has 
been made by a user process, the class change instructing 
portion deletes the user process from the process management 
table and instructs the class change control portion to 
change a class of the user process, which has made the 
demand for exit, into a time sharing class. 

12. The computer- system process scheduler according to any one of 
. claims 6 to 1 1 , wherein in response to a notice from a user 
process, the class change instructing portion handles 
admission and exit of a new user process. 

13. The computer- system process scheduler according to any one of 
claims 6 to 11 , wherein in response to a notice from the operating 
system, the class change instructing portion handles 
admission and exit of a new user process. 

14. The computer-system process scheduler according to any one of 
claims 6 to 13, wherein the user-level process scheduler receives 
information , which concerns a change request, to be given to 
the process execution control portion, the class change 
control portion and the process priority control portion, 
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and further receives a request from an application program, 
through a library linked to the application program, and 
thereafter requests the operating system to perform a change 
in the user process. 

15. The computer-system process scheduler according to any one of 
claims 6 to 14, wherein scheduling specifications of a change 
request to be given to the process execution control 
portion, the class change control portion and the process 
priority control portion are established by a user process, 
wherein a change in the user process is requested to the 
operating system by posting a change request to the user- 
level process scheduler according to the scheduling 
specifications of the user process. 

16. The computer-system process scheduler according to any 
preceding claim, wherein a user process to be scheduled by the 
user-level process scheduler consists of a plurality of 
threads, wherein the plurality of threads are scheduled by a 
thread scheduler which is a part of the user process. 

17. The computer-system process scheduler according to any 
preceding claim, wherein when allocating CPU time to one or 
more user processes registered in a process management 
table, th user-level process scheduler corresponding to a 
process user requests the operating system to execute or 
suspend a user process, or change a priority of a user 
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process or change a class, to which a user process belongs, 
in such a manner that only one user process is present in a 
period of time during which the CPU is allocated to a user 
process - 

18. The computer-system process scheduler according to any 
preceding claim, wherein when allocating CPU time to one or 
more user processes registered in a process management 
table, the user- level process scheduler corresponding to a 
process user requests the operating system to execute or 
suspend a user process, or change a priority of a user 
process or change a class, to which a user process belongs, 
in such a manner that a plurality of user processes are 
present in a time sharing manner in a period of time during 
which the CPU is allocated to user processes. 

19. The computer- system process scheduler according to any 
preceding claim, wherein the user-level process scheduler 
ensures operations of a plurality of user processes in a 
constant time by allocating CPU time to the plurality of 
user processes and the user-level process scheduler itself 
serially in the constant time. 

20. The computer- system process scheduler according to any 
of claims 1 to 18, wherein the user-level process scheduler 
ensures operations of a plurality of user processes by 
setting a constant period and allocating CPU time to the 
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plurality of user processes and the user-level process 
scheduler itself serially in each constant period. 

21. The computer-system process scheduler according to 
claim 20, wherein in case that operating periods of a 
plurality of user processes are different from one another, 
the user-level process scheduler ensures operations of a 
plurality of user processes by determining a scheduling 
period from a combination of the different operating 
periods, and allocating CPU time to the plurality of user 
processes serially in the scheduling period. 

22. The computer-system process scheduler according to any 
preceding claim, wherein when a ratio of total CPU time, which 
is allocated to a plurality of user processes, to a constant 
time or to a constant period is equal to or less than a 
predetermined value, the user-level process scheduler 
permits allocation of CPU time to another user process, 
wherein when the ratio exceeds the predetermined value, the 
user-level process scheduler rejects allocation of CPU time 
to another user process. 

23. The computer-system process scheduler according to any 
.preceding claim, wherein m case that CPU time is allocated to 
a user process in a constant time or a constant period, the 
user-level process scheduler allocates continuous CPU time 
to a user process. 
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24. The computer- system process sch duler according to any 
preceding claim, wherein in case that CPU time is allocated to 
a plurality of user processes in a constant time or a 
constant period, the user- level process scheduler allocates 
CPU time to the plurality of user processes, respectively, 
by dividing each CPU time to be allotted to corresponding 
one of the plurality of user processes. 

25. The computer- system process scheduler according to any 
preceding claim, wherein i n case that user processes registered 
in a process management table include a user process 
belonging to a real time class having a fixed priority of a 
high priority range and further include a user process 
belonging to a time sharing class, in which a priority of a 
low priority range is dynamically changed , the user-level 
process scheduler limits allocation of CPU time to the user 
process belonging to the real time class and allocates CPU 
time to the user process belonging to the time sharing 
class. 

26. The computer- system process scheduler according to any 
preceding claim, wherein the user-level process scheduler 
detects suspension of a user process and then enables 
another user process to operate. 

27. The computer-system process scheduler according to any 
preceding claim, wherein when allocating CPU time to a user 
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process, the user- level process scheduler provides a 
blocking detection process, which can be executed at a same 
priority as of the user process, in addition to the user 
process, wherein when the user process is blocked, the user- 
level process scheduler allocates CPU time to the blocking 
detection process and causes the blocking detection process 
to send a notice representing an occurrence of blocking of 
the user process to the user-level process scheduler, 
wherein the user-level process scheduler recognizes from the 
notice that the user process is suspended, and enables 
another user process to be executed. 

28. The computer-system process scheduler according to 
any one of claims 1 to 26, wherein when allocating CPO time to a user 
process, the user- level process scheduler provides a 
blocking detection process, which can be executed at a low 
priority, in addition to the user process, wherein when the 
user process is blocked, the user-level process scheduler 
allocates CPU time to the blocking detection process and 
causes the blocking detection process to send a notice 
representing an occurrence of blocking of the user process 
to the user-level process scheduler, wherein the user-level 
process scheduler recognizes from the notice that the user 
process is suspended, and enables another user process to be 
executed . 

29. The computer- system process scheduler according to 
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any preceding claim, wherein the user-level process scheduler 

detects that a user process being blocked becomes put into a 

ready state, and causes the user process to operate. 

30, The computer -system process scheduler according to any 
preceding claim, wherein -the user- level process scheduler 
detects a notice, which is issued from the operating system 
and indicates an occurrence of blocking a user process, or a 
notice indicating resumption of the user process by 
recovering the blocked user process, and then executes or 
suspends another user process* 

31. A computer having a plurality of processes to be carried out and 
a computer system process scheduler according to any preceding claim 
arranged to allow the processes to be carried out together substantially 
in accordance with the priority requirements of each process. 

32. A computer according to claim 31, wherein the plurality of 
processes coirprise any combination of motion video processes, still 
video processes, music processes, speech processes, other audio 
processes, recording processes of video or audio, or any other multimedia 
process - 

33. A computer system process scheduler substantially according to any 
embodiment hereinbefore described with reference to any one of the 
accompanying drawings. 
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